
Consistent Energy 
Storage Concept

INTEGRATED ENERGY STORAGE SOLUTION PROVIDER

Residential Commercial Industrial BMS / EMS
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17 years
In Lithium ion Battery 
Intelligent Production

600 +
Employees

120 +
R&D Engineers 

60 +
Countries & Regions

> 160,000 m
Area of Production

2



Residential Energy 

Storage Solutions

blind plug-in, modular design
Fast Installation Intelligent Cloud Platform

 7/24 hour monitoring & security protection

Complete Configuration
Solar panels, inverters to storage 
batteries

Excellent efficiency
high energy density, VPP adaptation



Mars 10000 HVT

Rated Power [W]                           

Rated AC Current [A]                     

Rated AC Voltage/Range [V]             

Max. PV Input Voltage [V]                          

Max. Efficiency                                       

Communications                          

Dimension [w*h*d]              

Weight [kg]               

Protection Degree          

Compatible with high power 
solar modules with 18A Support 100% unbalanced loads < 10ms UPS-level switching 

Support up to 10 units  
parallel connections 

5000 / 6000 / 8000 / 10000

7.6 / 9.1 / 12.2 / 15.2

220 / 380; 230 / 400

1000

98%

RS485 / USB / WiFi / 4G

520 * 412 * 186mm

27 

IP65    

Mars HV5-01 

Rated Capacity [kWh]                          

Cell Type                                               

Rated Voltage [V]                                   

Communications                                    

Dimension [w*h*d]                 

Weight [kg]                               

Protection Degree                      

Module level Auto Balancing, 
under-voltage automatic restart

Modular design,  
easy to expand  

Easy maintenance, remotely 
monitoring and upgrade 

Whole module is non-toxic, 
pollution-free

Free stand design, floor 
mounted, saving  
installation space

Cobalt Free LFP Battery  

5.3 - 26.5 (1 - 5 Units)

LFP (LiFe P04)

102.4 - 512

CAN2.0, RS485

740 * 400 * 366mm (1 Module with BCU)

69 / 119 / 169 / 219 / 269

IP65                                         

| Three Phase Inverter

| Battery System

Support VPP (Virtual Power 
Plant) / FFR function (Frequency 

Regulation Reserve)  

Remote firmware upgrade  
& work mode setting 



Mars 6000 HVS

Rated Power [W]                     

Rated AC Current [A]             

Rated AC Voltage/Range [V]         

Max. PV Input Voltage [V]           

Max. Efficiency             

Communications                  

Dimension [w*h*d]        

Weight [kg]                       

Protection Degree      

150% DC input oversizing Charging / discharging 
efficiency > 97% Support VPP / FFR function 

Up to 6000W charging / 
discharging rate  

Remote firmware upgrade  
& work mode setting 

EU standard certified  
by TUV Rheinland 

3000 / 3680 / 5000 / 6000

13 / 16 / 21.7 / 26.1

220 / 230; 160 - 290

600

97.42% / 97.45% / 97.5% / 97.5%

RS485 / USB / WiFi / 4G

506 * 386 * 170mm

20 

IP65 

Mars HV5-02

Rated Capacity [kWh]              

Cell Type    

Rated Voltage [V]     

Communications    

Dimension [w*h*d]  

Weight [kg]          

Protection Degree        

Cobalt Free LFP Battery  Module level Auto Balancing, 
under-voltage automatic restart

Easy maintenance, remotely 
monitoring and upgrade 

Whole module is non-toxic, 
pollution-free

Modular design,  
easy to expand  

Free stand design, floor 
mounted, saving  
installation space

5.3 - 15.9

LFP (LiFe P04)

102.4 - 307.2

CAN2.0, RS485

740 * 565 * 220mm (1 Module with BCU)

66 / 116 /166

IP65

| Single Phase Inverter

| Battery System



Venus 5000 HVS | Battery System

Rated Capacity [kWh] 

Cell Type               

Rated Voltage [V]


Communications

Dimension [w*h*d]  

Weight [kg]       

Protection Degree            

Venus All-in-One Series

Rated Output Power [kVA] 

Rated Grid Voltage [V]   

Grid Voltage Range [V]    

Max. PV Input Voltage [V]  

Max. Efficiency    


Communications              

Dimension [w*h*d]   

Weight [kg]            

Protection Degree   

Venus 5000 HVS | Battery Inverter

Rated Output Power [kVA] 

Rated Grid Voltage [V]     

Grid Voltage Range [V]  


Communications  

Dimension [w*h*d]   

Weight [kg]  

Protection Degree     

UPS level redundant protection 
against backup load breakdown

Internal EMS optimizes home 
energy supply automatically

Built-in electric power service, 
FCAS, VPP, etc

Venus 5000 HVS | Hybrid Inverter

3.68 / 5 / 4.6 (DE)

230V

180-270

580

97.3%


RS485 / USB / WiFi / Ethernet

720 * 406 * 220mm

19.5 / 25

IP65

5 / 4.6 (DE)

230V

180-270


RS485 / USB / WiFi / Ethernet

720 * 406 * 220mm

18

IP65

5.3 – 15.9 (1-3 Units)

LFP (LiFe P04)

102.4 – 307.2


CAN2.0, RS485

740 * 565 * 220 / 740 * 900 * 220 / 740 * 1235 * 220Ưmmư
66 / 116 / 166 

IP65



Energy Storage

System www.cescpower.comCESC GmbH

Head Office, Germany

Kreuzberger Ring 72, 

65205 Wiesbaden, Germany

Subsidiary, USA

4465 Cherry Grove,  

Riverside CA 92501, USA

TEL ́ (+49)    611 3605 1868

FAX́ (+49)    611 3605 5066

LKD POWER, Italy
Via Luigi Spagna 50 L/M 
Siracusa 96100

TEL ́ (+39)    335 159 3006 
email: sales@lkdglobal.net




