
Consistent Energy 
Storage Concept

INTEGRATED ENERGY STORAGE SOLUTION PROVIDER

Residential Commercial Industrial BMS / EMS
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Commercial Energy 

Storage Solutions

Liquid Cooling

Efficiently dissipates heat, 
ensuring optimal performance 
and extended lifespan

IntelligentSystem

Realize VPP and intelligent 
demand adjustment

Triple Fire Protection

Layer by layer protection from 
pack, cluster to entire cabinet
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233kWh Standard | DATASHEET

Commercial

Mercury 233 | Standard

SYSTEM PARAMETERS
Nominal power 
System cycle
Operating temperature
Storage temperature
Cooling method
Liquid cooling mechanism cold power
Fire protection measures
Level of protection
Working environment humidity
Working altitude
Dimensions
System efficiency
Energy Management
DC SIDE PAREMENTERS
Cell type
Rated voltage
Voltage range
Charge and discharge rated current
Insulation withstand voltage
Insulation resistance
Self-discharge
AC SIDE PARAMENTERS(ON GRID)
Rated power
Ac access method
Rated current
Rated voltage
Frequency
THDi
AC SIDE PARAMENTERS(OFF GRID)
Rated power
Rated voltage
Frequency
THDi

233kWh
P6000

0-50℃(charging), -20℃~55℃(discharging)
-10~50℃

Liquid Cooling
5kW

PACK grade perfluorohexadone+cluster grade water fire protection
IP54

5-95%RH
≤3000m

1400(w)*1800(d)*2200(h)
＞87%

On-premises + cloud platform

LFP 3.2V/280Ah
832 VDC

750~936VDC
140A

2830V
1000 Ω / V

≤3%/ month, 50%SOC

125kVA
Three-phase four-wire +PE

150A
277/480Vac

60HZ
< 3%

125kVA
277/480Vac

60HZ
< 3%

Liquid Cooling
Efficiently dissipates heat, ensuring optimal 
performance and extended lifespan.

Triple fire protection
Layer by layer protection from pack, cluster 
to entire cabinet

Realize VPP and intelligent demand adjustment

Intelligent system



Generation Side Energy 

Storage Solutions

Triple Fire Protection

Layer by layer protection from 
pack, cluster to entire cabinet

Isolation Transformer

Ensures electrical isolation, 
enhances safety, and enables 
efficient power transfer

High energy density

More power to be stored in a 
compact and efficient design
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5/20 FEET CONTAINER | DATASHEET

Industrial

Neptune 5/20 | Container

CONTAINER PARAMETER

System

Container

Dimensions

Rated capacity

Rated voltage

Voltage range

Efficiency

Cooling method

Fire Protection

IP Grade

BATTERY PACKS

Type

Rated voltage

Rated power

IP Level

CELL

Capacity

Magnification

Cycle life

1000V

5 Feet

2896H*1500W*2600D

903kWh

806.4V

705.6~900V

1P36S

115.2V

32.26kWh

1P48S

153.6V

43.01kWh

280Ah

0.5C

6000 @70%EOL

IP67

1P52S

166.4V

46.59kWh

3440kWh

1228.8V

1075.2~1382.4V

≈87%

Liquid Cooling

Triple fire protection system (perfluorohexamate+water spray)

IP54

3727kWh

1331.2V

1164.8~1479.6V

1500V

20 Feet

2896H*6058W*2438D

Liquid Cooling
Efficiently dissipates heat, ensuring optimal 
performance and extended lifespan.

Third level fire protection
Layer by layer protection from pack, cluster to entire 
cabinet

Ensures electrical isolation, enhances safety, and 
enables efficient power transfer.

Isolation transformer

More power to be stored in a compact and efficient 
design.

High energy density



Energy Storage
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